
*Only available on OB-72. 

DOORS CHEAT SHEET

Performance Doors up to 
2,699mm

Doors over 
2,700mm

PAS 24:2016

Air Permeability Class 4, 600pa Class 3, 600pa

Water Tightness Class 9A Class 5A

Resistance to Wind Load Class A3, 1200pa Class A2, 800pa

20-Year Guarantee (parts only)

Thermal Performance OB-49 OB-72

1.2 centre pane 1.5 W/m2K

1.1 centre pane
1.4 W/m2K

1.0 centre pane

0.9 centre pane* 1.3 W/m2K

0.8 centre pane* 1.2 W/m2K

0.6 centre pane* 1.1 W/m2K

Key Features OB-49 OB-72

Bead Aesthetic
Square  

Chamfered 
Square   

Chamfered 

Concealed Internal Running Gear

Glazing Thickness (mm) 28 / 32

Open In and Open Out

Door to Window Coupling

Configurations OB-49 OB-72

Single Door

French Door

Up to 12 Door Bi-fold

Moving Corner Posts at 90° and 135°

Optional Extras OB-49 OB-72

All Cills

Concealed Drainage With 155mm or 180mm cill

Face Drainage Available on all cills

35mm Add-on

Midrail

Colour Coded Gaskets

Door to Window Coupling*

T-Section Coupler

Thumb Turn Cylinder

Keyed Alike

Georgian Bars

Door Restrictor

Flat Trim 25mm, 31mm and 50mm

Stepped Door to Window Trim 31mm

Silicone

Fixing Kit

Key Dimensions / Sightlines (mm) OB-49 OB-72

Outer Frame Depth 75

Mobility Threshold Height 14 14

Sash Width 49 72

Hingestile Glass to Glass Sightline 110 154

Lockstile Glass to Glass Sightline 134 164

Mullion Sash and Lockstile Sightline 198 229

Sash Depth 59 59

Flush Track Floor Level Heights 
for all Bi-folds excl. cill (mm)

OB-49 & OB-72

Internal External

Weathered Threshold (Open In) 62 47

Weathered Threshold (Open Out) 47 62

Non-Weathered (Open In) 47 47

Non-Weathered (Open Out) 47 47

Top Track Render Margin (Open In) 47 60

Top Track Render Margin (Open Out) 60 47

Trickle Vent Render Margin (Open In) 12 18

Trickle Vent Render Margin (Open Out) 18 12

Trickle Vent Plaster Margin (Open In) 14 18

Trickle Vent Plaster Margin (Open Out) 18 14

Trickle Vent in Add-on 

Render Margin (Open In)
17 15

Trickle Vent in Add-on 
Render Margin (Open Out)

17 15

Jamb Render Margin (Open In) 40 25

Jamb Render Margin (Open Out) 25 40

*Centre Pane U-Values less than 1.0W/m2K are triple glazed units.

Glazing units are filled with Argon Gas.

Handles

Colours
Lever 

Handle
Hafi 280 Hafi 270

Slave 
Handle

D-Handle
Finger Pull 

Handle*
Hinge Fork

Magnetic 
Keeps

Trickle 
Vents

Black

White

Colour Coded

Stainless Steel  Effect Only  Effect Only

Chrome



DOORS CHEAT SHEET

Hardware

OB-49 OB-72

Security Rating Options Security Rating Options

Multi-point Lock and Keep PAS 24:2016
• 8 locking points from 1,850mm (sash height)
• 6 locking points from 1,620 - 1,849mm   

(sash height)
PAS 24:2016

• 8 locking points from 1850mm (sash height)
• 6 locking points from 1,620 - 1,849mm 

(sash height)

Standard Barrel Full 3-Star PAS 24:2016
• Standard half barrel
• Standard half thumbturn
• Full 3-Star thumbturn

1-Star 
cylinder on 
full barrels

BS EN 
1303-Grade 6

• Full 3-Star thumbturn
• Standard half barrel
• Standard half thumbturn

Slave Locking PAS 24:2016
• 2 locking points                                                        
• Internal handle only

PAS 24:2016
• 2 locking points
• Internal handle only

Keyed Slave Locking 
(Optional)

PAS 24:2016

• 2 locking points
• Internal handle + barrel
• Internal and external handle + barrel
• Internal and external handle + barrel inside

Standard lever handle

PAS 24:2016 
when used 
with a full 

3-Star cylinder

 N / A

Hafi 316 Stainless 
Steel Handle  

(280 Short Backplate)

PAS 24:2016 
when used 
with a full 

3-Star cylinder

• 253 / 280, 251 / 280, 301 / 280, 303 / 280
• Internal handle and barrel only 
• Internal and external handle and barrel
• Internal and external handle / barrel 

inside only

PAS 24:2016 
when used 
with a full 

3-Star cylinder

• 253 / 280, 251 / 280, 301 / 280, 303 / 280 
• Internal handle and barrel only
• Internal and external handle and barrel
• Internal and external handle / barrel 

inside only

Hafi 316 Stainless
 Steel Handle 

 (270 Long Backplate)

PAS 24:2016 
when used 
with a full 

3-Star cylinder

• 253 / 270 Internal handle and barrel only
• Internal and external handle and barrel        

PAS 24:2016 
when used 
with a full 

3-Star cylinder

• 253 / 270 Internal handle and barrel only 
• Internal and external handle and barrel        

Slave Handle  N / A Internal only  N / A Internal only

D-Handle                                                   
(Open Out Only)

 N / A Internal only  N / A Internal only

Finger Pull Handle                        
(Standard on All Even 

Number + 0 Configurations)
 N / A External only

Magnetic Keep  N / A
Standard type male / female type for wrap 
around MCP door bar type for internal MCP                          

 N / A
Standard type male / female type for wrap 
around MCP door bar type for internal MCP

Door Restrictor 
(Standard on All + 1 

Configurations)
 N / A 90° and 135°  N / A 90° and 135°

2500eA Trickle Vent  N / A Installed into frame extender or frame  N / A Installed into frame extender or frame

5000eA Trickle Vent  N / A Installed into frame extender or frame  N / A Installed into frame extender or frame
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Door Size Mins/ Max

Minimum Maximum

OB-49 OB-72 OB-49 OB-72

Sash Width (mm) 325 350 1,200

Sash Height without 
Multipoint Lock (mm)

400 2,846

Sash Height with 
Multipoint Lock (mm)

960 2,924

Frame Width (mm) 463 474 6,000 (without joining tracks) 27,600 (with joining tracks)

Frame Height (mm) 
(differs with threshold used)

524 3,000

No. of Door Sashes               
(in one set)

1 23

No. of Door Sashes 
(attached to one jamb)

1 12

Door to Window 
coupling - jamb (mm)

524 2,500

Door to Window Coupling 
(top track) (mm)

387 2,500

Doors coupled to 
a window (Jamb)

 N / A 5

Windows coupled to a 
door (top track)

1 per door sash  N / A

Fixed Corner Post
 (Door to Window) (mm)

524 2,500

Fixed Corner Post             
(door to door) (mm)

524 2,500
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t 0808 168 5816   e  enquiry@origin-global.com   w origin-global.com  2.293.1Information correct at the time of issue. 15/7/19

Lead times detailed here are subject to change depending on market conditions. Please refer to OSS for the most up to date lead times.

Finishes
OB-49 OB-72 

Stock Lead Time Stock Lead Times

Hipca White I 9910G 24-hours 24-hours

Anthracite Grey I 7016M 24-hours 24-hours

Jet Black I 9005M 24-hours 24-hours

Slate Grey I 7015M 24-hours 24-hours

Black Grey I 7021M 24-hours 24-hours

Dual Colour | 9010G/7016M 24-hours 24-hours

Dark Silver Metallic I 9007M 3-weeks 24-hours

Special Colours 3-weeks 3-weeks

Natural Oak  N / A  N / A 24-hours

Golden Oak  N / A  N / A 24-hours

Marine Grade Dependent on colour choice


